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Thermoplastic 

Exceeds SAE100R7 
Hose Construction: 
Tube: Polyester elastomer 
Reinforcement: One braid of polyester yarn 
Cover: Black polyurethane 
Temperature range: -40°C to +100°C 

 SAE100R7

Part # 
Nominal 

Ø I.D. Max 
O.D. 

Working 
pressure 

Min burst 
pressure 

Bend 
radius Weight 

Dash inch mm mm bar psi bar mm kg/m 

1P-02 -2 1/8 3.0 8.1 207 3000 827 25 .074 

1P-03 -3 3/16 4.7 10.5 207 3000 827 25 0.077 

1P-04* -4 1/4 6.4 12.4 190 2750 758 32 0.105 

1P-05 -5 5/16 8.0 14.2 172 2500 689 45 0.148 

1P-06* -6 3/8 9.5 15.7 155 2250 620 55 0.178 

1P-08** -8 1/2 12.7 19.5 138 2000 552 77 0.218 

1P-12 -12 3/4 19.0 26.4 86 1250 345 140 0.327 

*=Twinline part # 1P2-06, **=Twinline part # 1P2-08 

Note: 1P-* hose is supplied not perforated. Gaseous applications may require the hose be perforated. 

Hydraulic Hose 


