Codice articolo: 804304003 / Macho / *Prodotto disponibile su richiesta

Estilo de valvula
Cabezal

Sellado
Nitrile NBR

Intercambio
ISO 7241 A

Sistema de desconexion
Pull

Mecanismo de bloqueo
Bola de bloqueo

Roscas
FEMALE THREAD SAE (ISO 11926-1 & SAE J1926-1)

Temperatura
-20/+100 °C; -4/ +212 °F

Rendimiento

ISO DN (mm)

Caudal maximo (I/min)

Presion de trabajo méaxima - acoplado (MPa)
Presion de trabajo - desacoplado (MPa)
Presion de ruptura - acoplado (MPa)

Presion de ruptura - desacoplado (MPa)
Fuerza de conexion (N)

Fuerza de desconexion (N)

Pérdida (ml)

Productos relacionados

Caodigo de producto Tipologia

804304006 Femmina
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METRIC

125

90

25

25

90

100

90

80

1.8

Dimension
172"

Tratamiento
cr3

Sistema de conexién
Push

Material
Acero al carbono

Desconexion con presion
No

Conexién con presion residual
No

Aplicaciones
Magquinaria agricola, Implementos agricolas, Agricultura

Tamario

Dimensién roscas (A)
Longitud total M+F (mm)
Longitud (mm)

Diametro maximo (mm)

Peso (kg)

Nombre del producto

F 112PC 1/2 SAE

Stucchi’

METRIC
3/4-16UNF
1118

60

30

0,14

may be changed by Stucchi at any time, without notice; always refer to the version uploaded on the English version of stucchigroup.com/en website for the latest release. In case of doubt, please contact Stucchi technical service
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